Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

~ ~ction 1 — All Events

wW Uy,
WASTE MANAGEMENT

Military Time

SOP* Followed?

i Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)
A7 Startup 31134204 o. i i 0
L4 Shutdown <3/ Ygeud i1a% o O

] Malfunction

Complete Section 2 Below

{1 Non-malfunction

(R

Date Form Filled Out: 3113

Signature: \>'L/-—)»~ WVZ

Comments:

rRa-q o\-’sl‘ OQ M;\X"-"Sw

**If SOP in SSM Plan was not followed, notify site engineer immediately.
Section 2 — Malfunction Events Only

*Standard Operating Procedure (SOP)for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan

Check one of the following for each step:

Step Corrective Action Procedures for All Malfunctions Procedure completed | Procedure Not Applicable
Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may ﬁ 0
harm people, the environment or the landfill gas control equipment. .
If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfill gas, or ;
2. | measure/detect uncombusted gas flow?). )2’ [
If landfill gas is being released, follow steps under No. ]
If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:
a. Close nearest valve to source of emissions
b. Place a temporary cap on piping
& c. Apply other device (i.e., duct tape) O /ﬁ
d. Shut down blower
e. Turn off main power disconnect switch to blower
f.  Other (Describe):
Determine if other personnel/resource (qualified technician, electrician, ;
4, consultant or other) are needed for malfunction diagnosis. ,Ei’ O
If other personnel or resources are not needed, go to No. 6. .
Contact qualified resource:
8. a. Record contact name, date and time: [ /E]
b. Contact site representative with information recorded in No. 5.a. ;
6. Start malfunction diagnosis. 7 ~] O
Determine if other resources are needed to fix the malfunction (qualified g
7 technician, electrician, contractor, on-site resources, manufacturer's P 0
’ representative, or other).
If other resources are not needed, go fo No. 9.
Contact qualified resource:
B a. Record contact name, date and time: O £
9. Fix the malfunction. A W]
10 Once the malfunction is fixed, restart the system per SOP if it had been shut i 0
) down, and record startup times and dates on this form.
Record date that malfunction occurred, date that malfunction was repaired, Z
" | and total time that system was out of service in boxes in Section 1 of this form. 0
12. | Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file. A7 L
If the procedures listed above were not followed, contact the site engineer
13, immediately. [ /a
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Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

Section 1 — All Events

Wi

k o
WASTE MIANAGEMENT

SOP* Followed?

Military Time
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)
A Startup o L3S w3 e \w'l?ﬁ‘iﬁ P P2l 0
] Shutdown PR 212 \o- V3 "3 27 o O

[] Malfunction

[C] Non-malfunction

e

Date Form Filled Out; i< -17 13

Complete Section 2 Below

T e T

*Standard Operating Procedure (SOP) for Fi
**If SOP in SSM Plan was not followed, notify site engineer immediately. 4« }orted dwenw vrive Ivshan .

o3 T Noe AW Cree vasizd,

Section 2 — Malfunction Events Only

=55 %
are Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan

Daneged PLC b

Check one of the following for each step:

Step

Corrective Action Procedures for All Malfunctions

Procedure completed

Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may
harm people, the environment or the landfill gas control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3.

r

O

Determine if landfill gas being released fo the air (can you smell landfill gas, or

measure/detect uncombusted gas flow?).
If landfill gas is being released, follow steps under No, 3.

ya

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

Other (Describe):

mpaocTe

O

Determine if other personnel/resource (qualified technician, electrician,
consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go fo No. 6.

Contact qualified resource:
a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a.

Start malfunction diagnosis. :

Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contraclor, on-site resources, manufacturer's

representative, or other).
If other resources are nof needed, go to No. 9.

Contact qualified resource:

a. Record contact name, date and time: " Ra #dy ov o A e
=4 T

Fix the malfunction.

10.

Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.,

1.

Record date that maifunction occurred, date that malfunction was repaired,
and total time that system was out of service in boxes in Section 1 of this form.

12

Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

13.

If the procedures listed above were not followed, contact the site engineer
immediately.

oy amN & N ol

yOoo|lopol o o~ o
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74
WASTE MANAGERENT

Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

Section 1 = All Events
Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form) :

AtStartup o 2 e0s oY 2 ap -1 — ,ZT’ O
FShutdown .\D_u,-\'.}' : <13 ot 3:‘ . \ % CI g E/ &

L] Malfunction Complete Sectlon 2 Below

] Non-malfunction :

Date Form Filled Out; 12-1¥713

*Standard Operating Procedure (SOP) for Flare Startups (Manua! & Automatic) and Shutdowns are prowded in SSM Plan
**f SOP in SSM Plan was not followed, notify site engineer immediately. — .. toascd o7 2 /g,n,fun)la:t- duc to PLC komnic .

Section 2 — Malfunction Events Only

Check one of the following for each step:

Procedure completed | Procedure Not Applicable

Step Corrective Action Procedures for All Malfunctions
Determine if the malfunction causing an unsafe operating condition (air
1 entering landfill or piping, smoking, vibration, or other problem), which may Jz O]
' harm people, the environment or the landfill gas control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released tao the air (can you smell landfill gas, or
2. | measure/detect uncombusted gas flow?). Q’ ]
If landfill gas is being released, foliow steps under No. 3.
If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:

a. Close nearest valve to source of emissions
3 b. Place atemporary cap on piping el 0
. c. Apply other device (i.e., duct tape)

d. Shut down blower

e. Turn off main power disconnect switch to blower

f.  Other (Describe):
Determine if other personnel/resource (qualified technician, electrician,
4. consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go fo No. 6.
Contact qualified resource:
5, a. Record contact name, date and time:
b. Contact site representative with |nf0rmat|on recorded in No. 5.a.
B. Start malfunction diagnosis.
Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).
If other resources are not needed, go fo No. 9.
Contact qualified resource:

a. Record contact name, date and time:
Fix the malfunction.
10 Once the malfunction is fixed, restart the system per SOP if it had been shut

* | down, and record startup times and dates on this form.
11 Record date that malfunction occurred, date that malfunction was repaired,
" | and total time that system was out of service in boxes in Section 1 of this form.

12. | Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.
13 If the procedures listed above were not followed, contact the site engineer

immediately.

%

I

ONNNRNO| § No|o
NOology| o O N
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WASTE MANA’GEMENT

Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

Section 1 — All Events
Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)
L3 Startup e T L L2 & | e A O
B’ Shutdown yol A3 :‘ i \e A “'?,_%D"T V¥ i%;! ﬂ /a/ D

[0 Malfunction

[C] Nen-malfunction

Date Form Filled Out: 12:1%-(%

Complete Section 2 Below

**If SOP in SSM Plan was not followed, notify site engineer immediately. ..z tuanz

Section 2 - Malfunction Events Only

*Standard Operating Procedure (SOP) for Flare'Startups (Manual & Automatuc) and Shutdowns are provided in SSM Plan
2k o R0 ovan rw’\s\d.-

dve ¥ PLO d.a'v@J

Check one of the foilowing for each step:

Step Corrective Action Procedures for All Malfunctions Procedure completed

Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
1 entering landfill or piping, smoking, vibration, or other problem), which may
i harm people, the environment or the landfill gas control equipment.
If conditions are unsafe, notify your supervisor and follow steps under No. 3.

yal

O

Determine if landfill gas being released to the air (can you smell landfill gas, or

2 measure/detect uncombusted gas flow?).
If landfill gas is being released, follow steps under No. 3.

M

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or mare of the following:
a. Close nearest valve to source of emissions
3 b. Place a temporary cap on piping
¢ c. Apply other device (i.e., duct tape)
d. Shut down blower
e. Turn off main power disconnect switch to blower
f.  Other (Describe):

N

Determine if other personnel/resource (qualified technician, electrician,
4. consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go fo No. 6.

Contact qualified resource:
5, a. Record contact name, date and time:
b. Contact site representative with mformaﬂon recorded in No. 5.a.

B. Start malfunction diagnosis.

Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's

representative, or other).
If other resources are not needed, go to No. 9.

N N & | O

Contact qualified resource:
a. Record contact name, date and time:

9. Fix the malfunction.

10 Once the malfunction is fixed, restart the system per SOP if it had been shut
* | down, and record startup times and dates on this form.

11 Record date that malfunction occurred, date that malfunction was repaired,
| and total time that system was out of service in boxes in Section 1 of this form.

12. | Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

13 If the procedures listed above were not followed, contact the site engineer
| immediately.

ONG| NNO

NOoojogs) 0 o N | D
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Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

Section 1 — All Events

i

WASTE MAN:\'EMEN!

SOP* Followed?

Military Time
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)
I Starip oW B 52 [0 W5 5| oo f 25 0
‘/Q‘Shutdown ‘u,\ts‘l% :“.7 0.|$ A3 !?’? ‘.z ‘ Bf D

] Malfunction

[] Non-malfunction

Date Form Filled Out:

Jo: G123

Complete Section 2 Below

*Standard Operating Procedure (SOP) for Flare Staﬂups (Manual & Automatac) and Shutdowns are prowded in SSM Plan

**If SOP in SSM Plan was not followed, notify site engineer immediately.p ——_ )y Sw;uj Tleckr.el Co g rogts,

Section 2 — Malfunction Events Only

Check one of the following for each step:

Step

Corrective Action Procedures for All Malfunctions

Procedure completed

Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may
harm people, the environment or the landfill gas control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3.

yal

O

Determine if landfill gas being released to the air (can you smell landfill gas, or

measure/detect uncombusted gas flow?).
If landfill gas is being released, follow steps under No. 3.

pZi

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

f.  Other (Describe):

Pao0ocw

5

I

Determine if other personnel/resource (qualified technician, electrician,
consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go to No. 6.

Contact qualified resource:
a. Record contact name, date and time:
b. Contact site representative with 1nf0rmatzon recorded in No. 5.a.

Start malfunction diagnosis.

Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's

representative, or other).
If other resources are not needed, go fo No. 9.

0 o N | o,

Contact qualified resource:
a. Record contact name, date and time:

Fix the malfunction.

Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.

0li 8

Record date that malfunction occurred, date that malfunction was repaired,

and total time that system was out of service in boxes in Section 1 of this form.

12.

Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

13.

If the procedures listed above were not followed, contact the site engineer
immediately.

DNRUfoNO] o § oo

Noo|ogN
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.
WASTE MANAGEMENT

Startup / Shutdown / Malfunction Report Form

Site Name: Cotionwood Hills Recycling and Disposal Facility

Section 1 — All Events
Military Time SOP* Followed?
Event Code

Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of
form)

Yes
/Qf’Startup \D-'?’I.'B’: 257 | o ""2 a8l 0. | | ,E O
17 Shutdown w23 4q |redet ">’_{L§5 [ - ¢ | oy O

1 Malfunction Complete Section 2 Below

No**

] Non-malfunction

Date Form Filled Out; Y°<22 4%

*Standard Operating Procedure (SOP) for Flare S?értups (Manual & Automahc) and Shutdowns are provided in SSM Plan
*|f SOP in SSM Plan was not followed, notify site engineer immediately. X ——_, 1/ §toot oy Clecteten i [Maus_u‘F’S

Section 2 — Malfunction Events Only

Check one of the following for each step:

Step Corrective Action Procedures for All Maifunctions Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
1 entering landfill or piping, smoking, vibration, or other problem), which may JZ O]
' harm people, the environment or the landfill gas control equipment.
If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfill gas, or
2. measure/detect uncombusted gas flow?). g’ il
If landfill gas is being released, follow steps under No. 3.
If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:
a. Close nearest valve to source of emissions
3 b. Place a temporary cap on piping O
: c. Apply other device (i.e., duct tape)
d. Shut down blower
e. Turn off main power disconnect switch to blower
f.  Other (Describe):
Determine if other personnel/resource (qualified technician, electrician,
4. consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go fo No. 6.
Contact qualified resource:
5, a. Record contact name, date and time:
b. Contact site representative with |nf0rmatlon recorded in No. 5.a.
B. Start malfunction diagnosis.
Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).
If other resources are nof needed, go to No. 9.
8 Contact qualified resource:
g a. Record contact name, date and time:
Fix the malfunction.
10 Once the malfunction is fixed, restart the system per SOP if it had been shut
| down, and record startup times and dates on this form.
11 Record date that malfunction occurred, date that malfunction was repaired,
" | and total time that system was out of service in boxes in Section 1 of this form.
12. | Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.
13 If the procedures listed above were not followed, contact the site engineer

immediately.

I,

oNN|SNO| 0 NOo|XN
SHologs| & 0§ o
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Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

14
WASTE MANAGERMENT

Section 1 — All Events
Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)
T Startup e Tl e T D.\ 1 Pal 0
T Shutdown ‘0.‘3_%"‘3 'gig 1o 23013 us3 3.2 \ /@/ O

[J Malfunction

[J Non-malfunction

Date Form Filled Out; {¢:25¢13

3

=

B

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Autom

atic) and Shutdowns are provided in SSM Plan

*If SOP in SSM Plan was not followed, notify site engineer immediately. & —usfelieel Nw PLC | Cond | Pwen Sogoly -

Section 2 — Maifunction Events Only

C«uanam’L-’hS rl’-’i%“’:; A} 19\1 fomel Coanrizf .

Check one of the following for each step:

Step

Corrective Action Procedures for All Malfunctions

Procedure completed

Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may
harm people, the environment or the landfill gas control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3.

1%

O

Determine if landfill gas being released to the air (can you smell landfill gas, or
measure/detect uncombusted gas flow?).
If landfill gas is being released, follow steps under No. 3.

A

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:
a. Close nearest valve to source of emissions
b. Place a temporary cap on piping
Apply other device (i.e., duct tape)
Shut down blower
e. Turn off main power disconnect switch to blower
f.  Other (Describe):

ae

st

Determine if other personnelfresource (qualified technician, electrician,
consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go fo No. 6.

Contact qualified resource:
a. Record contact name, date and time: :
b. Contact site representative with information recorded in No. 5.a.

Start malfunction diagnosis. i

Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's

representative, or other).
If other resources are not needed, go to No. 9.

Contact qualified resource: ‘
a. Record contact name, date and time: (FG S petin iS5

Fix the malfunction.

10.

Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.

11.

Record date that malfunction occurred, date that malfunction was repaired,
and total time that system was out of service in boxes in Section 1 of this form.

12.

Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

13.

If the procedures listed above were not followed, contact the site engineer
immediately.

oONNNNK| 0O O

WHoolodo| o g N | o
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WASTE MANAGEMENT

Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

Section 1 — All Events
Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)
& Startup W B 0 e 20 ol 1 A O
_A Shutdown T t? zcé 23 |1o PV 2 */;30 2 B 0O
[ Malfunction Complete Section 2 Below
[J Non-malfunction R R e
e i P 'ir{% B B
7 =

Signature:

Date Form Filled Out; 11:1:1%3

& Jin s R
*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
**If SOP in SSM Plan was not followed, notify site engineer immediately. g <) tdoww by (FE 4+ install A A2E

Creriif, PLC, cnnd ﬁc?vﬂm .SLA?F(._, "

Section 2 — Malfunction Events Only

Check one of the following for each step:

Step Corrective Action Procedures for All Malfunctions Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
1 entering landfill or piping, smoking, vibration, or other problem), which may Ja/ 0
: harm people, the environment or the landfill gas control equipment.
If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landiill gas being released to the air (can you smell landfill gas, or
2, measure/detect uncombusted gas flow?). ,Ej O
If landfill gas js being released, follow steps under No. 3.
If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:
a. Close nearest valve to source of emissions
3 b. Place a temporary cap on piping
. c. Apply other device (i.e., duct tape)
d. Shut down blower
e. Turn off main power disconnect switch to blower
f.  Other (Describe):
Determine if other personneliresource (qualified technician, electrician,
4. consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go to No. 6.
Contact qualified resource:
5. a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a.
B. Start malfunction diagnosis. .
Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).
If other resources are nof needed, go fo No. 9.
Contact qualified resource:
a. Record contact name, date and time:
Fix the malfunction.
10 Once the malfunction is fixed, restart the system per SOP if it had been shut
* | down, and record startup times and dates on this form.
11 Record date that malfunction occurred, date that malfunction was repaired,

" | and total time that system was out of service in boxes in Section 1 of this form.
12. | Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.
13 If the procedures listed above were not followed, contact the site engineer
" | immediately.

O
N

npNNNo| o N o
Ndolopgt| & 0N | o
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WASTE MANAGEMERT

Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

~tion 1 — All Events

Military Time SOP” Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration {hours) (see back of Yes No*™*
form)

kStanup 0243 \Qo?‘- X ]
& Shutdown ”/23/13 i 94§ [o il 0O

Ifunction ;
[J Malfunctio Complete Section 2 Below

[] Non-malfunction

Date Form Filled Out; 2 +4 1% e Tl : : Signature: MW Cf/ )

Comments: (,.dasats clan e ox Plont g’{_”‘ S ‘-'LW ""ﬁ-&‘ g ?P-.QA_,'{._ DVER. Algindkd, +EL§SEJ&<1 Fhars "High Flow*dlogn.

Clepnsd i oy B W-ZY 3 “5' rstented Fleng .

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
**|If SOP in SSM Plan was not followed, notify site engineer immediately.
Section 2 — Malfunction Events Oniy

Check one of the following for each step:

Step Corrective Action Procedures for All Malfunctions Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smaoking, vibration, or other problem), which may
R harm people, the environment or the landfill gas control equipment. . K O
If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfill gas, or
2. measure/detect uncombusted gas flow?). R O
If landfill gas is being released, follow steps under No. 3.
If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:
Close nearest valve to source of emissions
Place a temporary cap on piping 0
Apply other device (i.e., duct tape) E
Shut down blower
Turn off main power disconnect switch to blower
Other (Describe):
Determine if other personnel/resource (qualified technician, electrician,
4. consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go to No. 6.
Contact qualified resource:
8, a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a.
6. Start malfunction diagnosis.
Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).
If other resources are not needed, go to No. 9.
Contact qualified resource:
a. Record contact name, date and time:

Fix the malfunction.
Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.
H Record date that malfunction occurred, date that malfunction was repaired,

" | and total time that system was out of service in boxes in Section 1 of this form.
12. | Sign this form, copy it, and place it in the Startup Shutdown, Malfuncticn file.
13 If the procedures listed above were not followed, contact the site engineer

immediately.

moaooe

0 & ol&

Koojopx| & g R| O

O =pO
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WASTE MANAGEMENT

Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

~~gtion 1 — All Events

Military Time SOP* Followed?
i Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)

/Z Startup ”.qugﬁ W\D (T | Z [
T Shutdown 1).2413 _/Qq,s(p .2 G}_cr e 0

[J Malfunction Complete Section 2 Below

[J Non-malfunction

Date Form Filled Out: 1! 25.]3 | Signature: M MO//‘

Comments: D, ouf o A ikrogos

*Standard Operating Procedure (SOP)for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
*¥If SOP in SSM Plan was not followed, nbtify site engineer immediately.
Section 2 — Malfunction Events Only

_Check one of the following for each step:

Step Corrective Action Procedures for All Malfunctions Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may zr =
harm people, the environment or the landfill gas control equipment. .

If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfill gas, or
2. '| measure/detect uncombusted gas flow?). vl 3
If landfill gas is being released, follow steps under No. a

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

a.
3 b. Place a temporary cap on piping ] JZT
’ c. Apply other device (i.e., duct tape)
d. Shut down blower
e. Turn off main power disconnect switch to blower
f.  Other (Describe):
Determine if other personnel/resource (qualified technician, electrician,
4. consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go to No. 6. .
Contact qualified resource:
5. a. Record contact name, date and time;
b. Contact site representative with information recorded in No. 5.a.
{ B Start malfunction diagnosis.
Determine if other resources are needed to fix the malfunction (qualified
7 technician, electrician, contractor, on-site resources, manufacturer's

representative, or other).
If other resources are not needed, go to No. 9.
8 Contact qualified resource:

) a. Record contact name, date and time:
Fix the malfunction.
Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.
Record date that malfunction occurred, date that malfunction was repaired,
*'" | and total time that system was out of service in boxes in Section 1 of this. form.
12. | Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.
13 If the procedures listed above were not followed, contact the site engineer

immediately.

10.

oNN|{aNo| N Noly
NOojopgN| o g & | O
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Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

~~ction 1 — All Events

wW Y,
WASTE MANAGEMENT

Military Time

SOP* Followed?

i Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)
./ZT Startup 12-“"? Gi0 ol z O
1A Shutdown ;7_-f"'3ﬁ5[0"-f [ e [ A O

[J Malfunction

Complete Section 2 Below

[] Non-malfunction

Date Form Filled Out: 1 -/ 913

Signature: M b.::?y::’/ :

Comments: fkyi‘o f‘ﬁas{-m,{:

**|f SOP in SSM Plan was not followed, notify site engineer immediately.
Section 2 — Malfunction Events Only

*Standard Operating Procedure (SOP)for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan

Check one of the following for each step:

Step Corrective Action Procedures for All Malfunctions Procedure completed | Procedure Not Applicable
Determine if the maifunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may ,ET u
harm people, the environment or the landfill gas control equipment. .
If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfill gas, or :
2. measure/detect uncombusted gas flow?). /Zl O
If landfill gas is being released, follow steps under No. 4,
If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:
a. Close nearest valve to source of emissions
b. Place a temporary cap on piping
B c. Apply other device (i.e., duct tape) O /Zr
d. Shut down blower
e. Turn off main power disconnect switch to blower
f.  Other (Describe):
Determine if other personnel/resource (qualified technician, electrician,
4. consultant or other) are needed for malfunction diagnosis. P i
If other personnel or resources are not needed, go to No. 6.
Contact qualified resource:
5, a. Record contact name, date and time: O /ﬁ
b. Contact site representative with information recorded in No. 5.a. :
6. Start malfunction diagnosis. A1 O
Determine if other resources are needed to fix the malfunction (qualified ‘
& technician, electrician, contractor, on-site resources, manufacturer's E 0]
' representative, or other).
If other resources are not needed, go to No. 8.
Contact qualified resource:
8. : a. Record contact name, date and time: 0 o]
Fix the malfunction. A1 O
10 Once the malfunction is fixed, restart the system per SOP if it had been shut E, O]
.| down, and record startup times and dates on this form.
Record date that malfunction occurred, date that malfunction was repairexd,
" | and total time that system was out of service in boxes in Section 1 of this form. z 0
12. Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file. l | ]
If the procedures listed above were not followed, contact the site engineer
Ik immediately. O il
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